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TEMPORARY PAVEMENT MARKINGS SHORT-TERM PAVEMENT MARKING
PAVEMENT MARKING WORKZONE PAVEMENT SHORT-TERM WORKZONE PAVEMENT
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STAGE 2 STA 482+72 TO STA 491+88 YELLOW CENTERLINE 100 33
12" RT  STA 482+72 TO 12’ RT  STA 483+27 WHITE EDGE LINE 56 9 STA 483+27 TO STA 491+23 WHITE EDGE LINE 64 22
12" RT  STA 483+27 70 8.5’ RT STA 485+70 WHITE EDGE LINE 243 81 ~5TAT 57 55
185 RT STA 485+70 TO 185" RT STA 490+28 WHITE EDGE LINE 458 152
8.5 RT STA 490+28 70 12° RT  STA 491+23 WHITE EDGE LINE 96 32
12.0° RT STA 491+23 TO 12’ RT  STA 491+88 WHITE EDGE LINE 66 22
SHORT-TERM PAVEMENT MARKING SHALL BE INSTALLED PRIOR TO REMOVAL OF TEMPORARY 507 0 50° 100’
12 LT STA 482+72 70 4.15" RT STA 485+70 WHITE EDGE LINE 299 99 CONCRETE BARRIER AND TRAFFIC CONTROL DEVICES USED FOR STAGE 2 CONSTRUCTION.
4.15" RT STA 485+70 TO 4.15° RT STA 490+28 WHITE EDGE LINE 458 152 SCATE: 17 = 507
4.5 RT STA 490+28 T0 12’ LT  STA 491+88 WHITE EDGE LINE 161 54
TOTAL 1,837 611

QUANTITIES FOR PLACEMENT AND REMOVAL OF PAVEMENT MARKING TAPE TYPE III, 4" ARE INCLUDED FOR INFORMATION
ONLY. PLACING AND REMOVING THESE ITEMS WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE
COST FOR TRAFFIC CONTROL AND PROTECTION STANDARD 70132L
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CUMMINS ENGINEERING CORFPORATION

FILE: Stage2

DATE: 3/17/05




